	[WU SONG VTS ] Users Guide

	1. Summary
	1.1VTS Authority
	Shanghai Maritime Safety Administration

	
	1.2 Coverage of VTS area
	Waters within three joint lines:
  1. The joint line linking the north of Huaniaoshan, 31°07′49″N /122°18′54.7″E, 31°07′49″N/122°20′00″E, 31°16′00″N/122°20′E, 31°16′00″N /122°45′20″E, 30°50′24″N /122°45′20″E, 30°47′57″N/122°28′00″E, 30°52′00″N/122°28′00″E, 30°52′00″N/122°18′00″E, 31°00′00″N/122°18′00″E, and Dazhi Estuary; 
2. The joint line linking Liuheiwu in Liu he kou （31°30′52.4″N/121°18′56.9″E）and Shiqiao Estuary in Chongming（31°37′34.4″N/121°22′33.0″E）;
  3. Huangpu River Cao Lin ferry route.

	
	1.3 Service time
	24 hours/ 7 days 

	2. Ships required to Participate
	2.1 Mandatory
	1.Passenger vessels;
2. Other types of vessels whose gross tonnage is more than 500, or LOA more than 60 meters;
3. The ships which should be equipped with the communication equipment in accordance with the international conventions and/or national rules and regulations and the ships which the competent authority requires to be governed by the VTS.

	
	2.2 Voluntary
	Other vessels

	3. VHF Working Channels
(refer to the chartlet in part 6)
	3.1 Sectors and Channels

	Changjiangkou Routing scheme waters
(Specific scope: Waters in the joint line linking the north of Huaniaoshan, 31°07′49″N /122°20′00″E, 31°16′00″N/122°20′00″E, 31°16′00″N /122°45′20″E, 30°50′24″N /122°45′20″E, 30°47′57″N/122°28′00″E, and 31°07′49″N/122°28′00″E)
	VHF Channel 8

	
	
	
	VHF Channel 65
(Duplex channel 、backup channel)

	
	
	Changjiangkou Deepwater Channel and adjacent waters
(Specific scope: Yuanyuansha emergency anchorage; East of the joint line linking Yuanyuansha light vessel and D46 Light-buoy extending to north of the south coast of Changxing Island; West of 122°28′00″E longitude line; South of the joint line linking north guide of Changjiangkou deep water channel and 31°07′49″N/122°28′00″E;North of the joint line linking Yuanyuansha light vessel, shallow dike 1# Light-buoy, Changjiangkou deep water channel south embankment ,31°04′04′′N/122°16′24″E and 31°04′04″ N/122°28′00″E).
	VHF Channel 9

	
	
	
	VHF Channel 26 (Duplex Channel 、backup channel)

	
	
	South Channel and adjacent waters
(Specific scope :East of the joint line linking Yuanyuansha light ship and the A54 Light-buoy, west of the 122°28′E warp; except for Yuanyuansha emergency anchorage; the South of the joint line linking Yuanyuansha light vessel and the Qiandi No.1 Light-buoy, the Changjiangkou deep water channel south embankment, 31°04′04″N/122°16'24″E, 31°04′04″ N/122°28′00″E; North of the joint line linking Dazhihekou, 31°00′00″N/122°18′00″E , 30°52′00″N/122°18′00″E and 30°52′00″N/122°28′00″E). 
	VHF Channel 72 

	
	
	
	VHF Channel 26 (Duplex Channel 、backup channel)

	
	
	Wusongkou/Waigaoqiao /anchorage waters
(Specific scope: East of the joint line linking Q10 Light-buoy, 67 Light-buoy, 66 Light-buoy, A72 Light-buoy, 31°24′26″N/121°30′48″E and Wusongkou Light house; west of the joint line linking 46 Light-buoy and A54 Light-buoy extending to shore; North of the joint line linking Wusongkou light house, 101 Light-buoy and 31°23′24″N/121°31′22″E).
	VHF Channel 71

	
	
	
	VHF Channel 61 (Duplex Channel 、backup channel)

	
	
	Baoshan channel and adjacent waters
(Specific scope : East of the joint line linking Yangtze River Liuhekou Shanghai Port boundary line; West of joint line linking 67 Light-buoy, 66 Light-buoy, A72 Light-buoy and 31°24′26″ N/121°30′48″E and Wusongkou light house; South of the joint line linking 67 Light-buoy, Baoshan Channel, Baoshan North Channel, Liuhe precaution Area , the north boundary of Baoshan North Anchorage;).
	VHF Channel 73

	
	
	
	VHF Channel 27
(Duplex channel 、backup channel)

	
	
	Wusong VTS Huangpu River waters
 (Specific scope : Waters between the line of Huangpu River Caolin ferry route and the joint line linking Wusongkou Lighthouse, 101 Light-buoy and 31°23′24″N/121°31′22″E). 
	VHF Channel 11

	
	
	
	VHF Channel 19
(Duplex channel 、backup channel)

	
	3.2 Reporting lines 
	The connection of following seven points, 
1. 31°07′49″N /122°18′54.7″E
2. 31°07′49″N /122°20′00″E
3. 31°16′00″N /122°20′00″E
4. 31°16′00″N /122°45′20″E
5. 30°50′24″N /122°45′20″E
6. North end of Huaniaoshan island
7. 30°47′57″N/122°28′00″E
	Reporting line L1


	
	
	Liuhekou Shanghai Port boundary line of Yangtze River (Liuheiwu in Liu he kou and Shiqiao Estuary in Chongming)
	Reporting line L4

	
	
	The connection of Wusongkou Lighthouse , 101 Light-buoy and 31°23′24″N/ 121°31′22″E 
	Reporting line L5

	
	
	Huangpu River Caolin ferry route 
	Reporting line L6

	4. Reporting Requirements






























	4.1 Position report
	When to report: passing the reporting lines and entering the VTS sectors. 
[bookmark: OLE_LINK8][bookmark: OLE_LINK9][bookmark: OLE_LINK5][bookmark: OLE_LINK6]What to report: Ship’s name , location and intention（IMO SRS Items : A, C/D, I）

	
	4.2 Anchorage report       
	When to report: 15 minutes before dropping or heaving up anchor.
What to report: Ship’s name, location, type, maximum draft and intention ( IMO SRS Items: A, C/D, I,O,U） 

	
	4.3 Unberthing report   
	When to report:15 minutes before leaving the berth. 
What to report: Ship’s name, location and intention (IMO SRS Items: A, C/D, I）

	
	4.4 Emergence report
	When to report: Vessels involving in traffic accident, pollution, crew or passengers’ accident and any other emergencies. 
What to report: Detailed information 

	
	4.5 Abnormal situation report 
	When to report: Observing any abnormality of navigation 　　 　　　     aids or navigation facilities, obstructions, other vessel in distress, sudden bad weather and other circumstance which may affect the safety of navigation or ocean pollution.  
What to report: Detailed information 

	
	4.6 Activities report
	When to report: Carrying out any of the following operations:
（1）Overhaul engine and electrical equipment;
（2）Testing main engines, ship trials or calibrating magnetic compass;
（3）Drill;
（4）Any other operation may affect the safety of navigation.
What to report: Detailed information.

	
	4.7 Others 
	Vessels intended to be anchored at the anchorage of the Shanghai section of the Yangtze River shall apply to the Wusong VTS for anchorage 1 hour before arriving at the anchorage;
Vessels equipped with AIS and AIS information is correctly inputted, are exempted from “Position report”.

	5. Additional information 




















	5.1 Pilot
	No.1 Pilot boarding ground
North and south sides of CJK Deepwater Channel 6# Light-buoy
	North PBS 1 （31°07′16.2″N,122°25′33.0″E）
South PBS 1（31°04′58.2″N,122°25′33.0″E）

	
	
	No.2 Pilot boarding ground
South of CJK no.1 anchorage 
North of CJK no.2 anchorage
	North PBS 2 （31°07′46.8″N,122°36′42.0″E）
South PBS 2（31°04′34.8″N,122°36′42.0″E）

	
	
	No.3 Pilot boarding ground
2000 meters Upstream of South Channel S9 Light-buoy
	North PBS 3（31°03′11.5″N/122°12′16.3″E）
South PBS 3（31°02′30.0″N/122°12′12.0″E）

	
	
	North channel Pilot boarding ground in heavy sea and strong wind;
Waters nearby the linking between D18 light buoy and D22 light buoy in Changjiangkou deep water channel.
	North PBS(31°10′48″N/122°10′43.2″E;
South PBS(31°10′40″N/122°10′37.2″E).

	
	
	South channel Pilot boarding ground in heavy sea and strong wind;
Waters nearby the linking between S33 light buoy and S31 light buoy in south channel.
	North PBS(31°04′49.0″N/122°03′20.1″E;
South PBS(31°04′08.9″N/122°03′05.8″E).

	
	
	Baoshan pilot handover area            Within Baoshan channel
	North PBS(31°26′19.8″N/121°29′25.2″E);
South PBS(31°26′13.8″N/121°29′03″E).

	
	
	Shanghai pilot station working channel
	VHF CH69

	
	5.2 Rules and regulations
	“Maritime Traffic Safety Law of the people's Republic of China”, “"Safety Supervision and Management Regulations for Vessel Traffic Management System of the People's Republic of China”, “Ships’ Routing System in Changjiangkou Water” (2008), “ Ships’ Reporting System in the Changjiangkou Water”(2008) , “Regulations on the Ships’routeing System in Shanghai Section of Yangtze River” (2017), “Safety Management Measures for Safety Navigation of Changjiangkou Deepwater Channel” (2019), “ Safety Navigation Regulation in Huangpu River” (2017),  “Measures for Safety Supervision and Management of Vessel Traffic Service System of Shanghai Maritime Safety Administration” (2017), International regulations for preventing collisions at sea, 1972.

	
	5.3 Adjacent VTS

	Yangshan VTS
	VHF Channel 13

	
	
	Nantong VTS
	VHF Channel 10 and 11

	
	
	Zhoushan VTS
	VHF Channel 11, 12 and 71

	
	5. 4 Contact Information of Wu Song VTS Centre 
	Address: No.181 Songpu Road, Baoshan Dsitrict, Shanghai City
Tel: 021- 56671002
Fax: 021- 56671003
Wechat subscription: Wusong MSA VTS Qinghe
Email：wsvts@shmsa.gov.cn

	6.  Chartlet for [WU SONG] VTS area
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